AMERIKOOLER STEP BY STEP EASY INSTALLATION

Enclosed with the Installation manual there is a setup drawing, showing the

identification and proper placement of your Walk—in.

Panels, Ceilings, Doors and Floors code reads as follows:

W — Wall Panels for floor panels.

N - Wall Panels without floor panels.
C - Ceilings Panels.

F — Floor Panels.

D - Door and Door Frame.

H - Header Panels

T — Top Header on Glass Doors.
B - Bottom Sill on Glass Doors.

(See drawings attachment)

Having a SUCCESSFUL INSTALLATION begins with having a level concrete Floor.

If the

Floor is not Level, it will be necessary to install shims, under each floor panel
cam—lock. If Walk—=In does not have Floor Panels, then under the Walk—in's (M

panels) Vinyl screed.

A minimum of 2" clearance between existing building walls and Walk—in is necessary

for proper air circulation.
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WALK-IN INSTALLATION WITH FLOOR

§ 1— Set the floor Panels according to the
setup Drawing.

(Al Panels have labels, and are identified
in the shop drawing)

2— Make sure that all Floor Panels are
Level. If not, using Shims under cam-
locks of the Floor around the Outside

| Edge is suggested to level floor panels.

5— After all floor panels are level, firmly and securely lock all Floor Panels together

with the Hex wrench. Turn it clockwise approximately 3/4 of a full turn and repeat
until all Floor Panels are Securely Locked Together.

4— Begin with two Corner Panels and 5— Select next adjacent wall panel(s)
secure to Floor panels to start making a towards opposite corner of same floor
corner. Make sure that the top of each panel.

wall panel is flush with each other.

& INSTALLATION MANUAL
A ~ 575 EAST 10th AVENUE,HALEAH,FLORIDA 33010 DRW BY: L [ DATE

AMERIKOOLER,inc. FAX(305)884-8330 REVISIONS:

b o W G o foes | T (305)384-8384T0LL FREE 1(800)627-5665 SHEET: 2 OF 9




NOTE: DO NOT REMOVE DOOR FROM FRAME
6- Finish corner by installing ceiling panel, 7~ Door frame must be level with adjacent
and continue assembling in corresponding and flush (on top) with adjacent wall panels.
floor/ walls/ ceiling in "rings.” Measure the top and bottom of the door
opening to make sure both measurements
are the same. (see page 8 for details)

8- Repeat steps 4 and 5. 9— Install the Last ceiling panel to close
the box.

10— Cover wrench holes with plastic Installation Completed
buttons.
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